30"

CLASS 3 REINFORCED

24"

15"

CONCRETE PIPE

STEEL AREA
0.07 in?/ft

FOUR — %" x 5" EYEBOLTS
WITH SQUARE WASHER AND NUT

=3

EVENLY SPACED AROUND THE

CONCRETE PIPE

GROUT AROUND CONDUIT

31 |t
]
C Q) D
£
©0
M
BECES

]

|
o
'~

CONDUIT SPECIFICATIONS

ooru b

THROUGH).

HANDHOLE

FOR TRAFFIC SIGNALS ALL CONDUIT WILL BE RIGID GALVANIZED STEEL .
CONDUIT FOR FIBER MAY BE EITHER GALVANIZED STEEL OR PVC PLASTIC AND MUST BE
APPROVED BY THE ENGINEER.
. TRACER WIRE WILL BE INSTALLED IN ALL CONDUITS FOR LOCATING PURPOSED.
ALL EMPTY CONDUITS WILL HAVE A PULL STRING.
CONDUIT WILL BE 24 INCHES DEEP TO THE TOP AT GRADE.

A MIN 30 FEET OF WIRE SHALL BE COILED IN ALL HANDHOLES (NOT LOOPED

2 in. MIN. CONDUIT
AND BUSHING

KNOCKOUT PANELS, 2 in.
DEEP, FOUR EVENLY SPACED
AROUND STRUCTURE

CONCRETE PAD OR
HANDHOLE BOTTOM

AGGREGATE
(PEA GRAVEL OR LARGER)

GEOTEXTILE FABRIC
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APPROVED/REVISED BY THE BOARD OF PUBLIC WORKS & SAFETY

ITEM

REVISION

APPROVED DATE

ADOPTED: NEW

MARCH 2013

CITY OF MISHAWAKA, INDIANA

ENGINEERING STANDARDS

TRAFFIC/ELECTRICAL
HANDHOLE

SHT. NO.
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